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Sept 4, 2012

Description:
Thermafiber SAF mineral wool batts and blankets, Thermafiber FireSpan 40, FireSpan 90 and FireSpan Ledge

Included Products:
Unfaced Thermafiber Type SAF Batts and Blankets
Foil-Scrim-Plastic Faced Thermafiber Type SAF Batts and Blankets
Thermafiber Type FR mineral wool batts
FixtureShield Enclosure Kits
FIRESPAN 40 Insulation
FIRESPAN 90 Insulation
FIRE LEDGE Insulation

These products are tested to one or more of the following standards:

* ASTM ES814 (ANSI/UL1479) Standard Test Method for Fire Tests of Penetration Firestop Systems

* ASTM E1966 (ANSI/UL2079) Standard Test Method for Fire-Resistive Joint Systems

* ASTM E119 (ANSI/UL263) Standard Test Methods for Fire Tests of Building Construction and Materials

* ASTM E2307 Standard Test Method for Determining Fire Resistance of Perimeter Fire Barrier Systems Using
Intermediate Scale, Multi-Story Test Apparatus

* ASTM E1399 Standard Test Method for Cyclic Movement and Measuring the Minimum and Maximum Joint
Widths of Architectural Joint Systems

* ASTM E84 (ANSI/UL723) Standard Test Method for Surface Burning Characteristics of Building Materials
* CAN/ULC S115 Standard Method of Fire Tests of Firestop Systems

* CAN/ULC S101 Standard Methods of Fire Endurance Tests of Building Construction and Materials

Chemical Content Statement:
No asbestos, PCB’s, lead, or water-soluble intumescent ingredients are used or contained in these products.
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