SST APPROVAL SHEET

Customer:

Customer P/N.:

SST P/N.: 254G3-GP

Description: 2.54mm(.100")pitch wire to board Terminal type

Approved No.:

Date:

Manufacturer's specification

Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature

Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China
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. pe ' Part No. : 254G3-GP -
| ' Applicable Wires : AWGH# 22 - 28
% ' Material : Brass
A_ A t Finish : Gold plated/ gold flash, ©
Tin plated
i AA ' Thickness : 0.20mm —
) _ 1.60£0.30 ' Q'ty: 10000pcs./Reel
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Rev ipti D By: Storm.li : . . Units:
Description/Date rawn By: Storm.li |Customer: Third angle projection @Iml nits
Checked By:Si _ _ _ B
AN ecxed By o1mmon 5.t No.: 254G3-GP General Dimension Tolerance| :0% 4000 4006
A\ Approved By: Tony 254 Wire 1o Board -
. . mm 1re 10 boar
— Title: n Wire SOUTH SEA TERMINAL CO.,LTD
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SST APPROVAL SHEET

Customer:

SST P/N.: 254G3-1FRXX

Customer P/N.:

Description: 2.54mm(.100"pitch wire to board Female Header type

Date No.:

Manufa cturer's specification

Designed By: Check By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature

Inspected By: Check By: Approver By:

SOUTH SEA TERMINAL CO., LTD.

Headquarter: 6f,No.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City,Taipei County,Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Lndustry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Lndustry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China
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A )
5 Material: PBT+30%GF UL 94V-0
| m — Pin brass gold flash
Mate with 254G3 Seres pin header
o = O E _E E E Current rating:2.5A AC,DC
11 Voltage tating:250V AC DC
: : : : : : Contact resistance:30m QMAX
Insulation resistance:1000M QMin
Withstanding voltage:1500VAC/Minute
Temperature range :-25°C to +85°C
/|
— DIMMENSIONS(mm)| DIMMENSIONS(mm
POLES|  PART NO. POLES | PARTNO. [ . ]
S A B A B
% 2 254G3-1FR02 5.58 2.54 23 254G3-1FR23 58.92 55.88
3 254G3-1FR0O3 8.12 5.08 24 254G3-1FR24 61.46 58.42
‘ . 4 254G3-1FR04 10.66 7.62 25 254G3-1FR25 64.00 60.96
1 \ 2.90 < 5 254G3-1FRO5 13.20 10.16 26 254G3-1FR26 66.54 63.50
o b o 6 254G3-1FR06 15.74 12.70 27 254G3-1FR27 69.08 66.04
\O 7 254G3-1FR0O7 18.28 15.24 28 254G3-1FR28 71.62 68.58
O Q - 8 254G3-1FR0O8 20.22 17.18 29 254G3-1FR29 74.76 71.72
60 - > 9 | 254G3-1FR09 | 2336 2032 | 30 | 254G3-1FR30 | 76.70 73.66
10 254G3-1FR10 25.90 22.86 31 254G3-1FR31 | 79.24 76.20
11 254G3-1FR11 28.44 25.40 32 254G3-1FR32 81.78 78.74
12 254G3-1FR12 30.98 27.94 33 254G3-1FR33 | 84.32 81.28
B+0.20 13 254G3-1FR13 | 3352 3048 | 34 | 254G3-1FR34 | 86.86 83.82
— 14 254G3-1FR14 36.06 33.02 35 254G3-1FR35 89.40 86.36
2.5440.25 15 254G3-1FRIS | 38,60 35.56 36 254G3-1FR36 | 91.94 88.90
A A 16 254G3-1FR16 | 41.14 38.10 37 | 254G3-1FR37 | o448 91.44
Y Y Y 17 | 254G3-IFRI7 | 4368 | 4064 | 38 | 254G3-1FR38 | 9702 | 93.98
®1.10 18 | 254G3-1FRI8 | 4622 4308 | 39 | 254G3-1FR39 | 9956 96.52
19 254G3-1FR19 48.76 4572 40 254G3-1FR40 | 102.10 99.06
RECOMMEND P.C. BOARD LAYOUT 20 | 2GR0 | 130 | 4826 | 41 | S4GI-IFR4L | 10464 | 10160
21 254G3-1FR21 | 53.84 50.80 42 | 254G3-1FR42 | 107.18 | 104.14
22 254G3-1FR22 56.38 53.34 43 254G3-1FR43 109.72 106.68
Rev| Description/Date |Drawn By: Storm.li |Customer: Third angle projection n@lﬁl dﬁﬁﬁmn
Checked By:Simmon . . XX XXX XXXX
A Y Part No.: 254G3-1FRXX General Dimension Tolerance| :025 0.1 0.08
A\ Approved By: Tony
SGS Report No.: Title:  [2.54mm pitch female headerf SOUTH SEA TERMINAL CO.,LTD
1 _ 2 _ 3 _ 4 _ 5 _ 6 _ 7 _ 8 _ 9 10 _ 11 _ 12 13 _ 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-1FVXX

Description: 2.54mm(.100")pitch wire to board Female Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China
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Material: PBT+30%GF UL 94V-0
/1l Pin brass gold flash
Mate with 254G3 Seres pin header
Current rating:2.5A AC,DC
11 Voltage tating:250V AC DC
Contact resistance:30mQMAX
[l Insulation resistance:1000M QMin

i Withstanding voltage:1500VAC/Minute
Temperature range :-25°C to +85°C
7
o0
< | KA POLES PART NO. DIMMENSIONS(mm) POLES PART NO. DIMMENSIONS(mm)
| I LS | A B A B
/ \ 2 |254G3-1Fv02 5.58 254 23 [254G3-1FV23 58.92 55.88
3 |254G3-1FV03 8.12 5.08 24 [254G3-1Fv24 61.46 58.42
4 |254G3-1FV04 10.66 7.62 25 [254G3-1FV25 64.00 60.96
U 5 |254G3-1Fv0s 13.20 10.16 26 [254G3-1FV26 66.54 63.50
6 |254G3-1Fvo6 15.74 12.70 27 |254G3-1¥v27 69.08 66.04
w . m O 7 |254G3-1FV07 18.28 15.24 28 |254G3-1Fv28 71.62 68.58
— 8 [254G3-1Fvos 2022 17.18 29 |254G3-1Fv29 74.76 7172
9 254G3-1FV09 23.36 20.32 30 254G3-1FV30 76.70 73.66
w 10 [254G3-1FV10 25.90 22.86 31 254G3-1FV31 79.24 76.20
el — 1T ]254G3-1FVI1 28.44 25.40 32 |254G3-1FV32 81.78 78.74
N . m N_.U_HO . N m 12 |254G3-1FV12 30.98 27.94 33 [254G3-1FV33 84.32 81.28
_— 13 |254G3-1FVI3 33.52 30.48 34 [254G3-1FV34 86.86 83.82
14 254G3-1FV14 36.06 33.02 35 254G3-1FV35 89.40 86.36
15 |254G3-1FV15 38.60 35.56 36 [254G3-1FV36 91.94 88.90
16 |254G3-1FV16 41.14 38.10 37 |254G3-1Fv37 94.48 9144
ImWI mu ImWI _— 17 |254G3-1FV17 43.68 40.64 38 |254G3-1FV38 97.02 93.98 _
l 18 |254G3-1FV18 46.22 43.18 39 [254G3-1FV39 99.56 96.52
& H . O O 19 |254G3-1FV19 48.76 45.72 40 |254G3-1FV40 102.10 | 99.06
20 [|254G3-1FV20 51.30 4826 | 41 [254G3-1Fv4l 104.64 | 101.60
Recommend P.C. Board _N%OCH 21 |254G3-1Fv21 53.84 5080 | 42 [254G3-1Fva2 10718 | 104.14
22 |254G3-1FV22 56.38 53.34 43 |254G3-1FV43 109.72 106.68
Rev| Description/Date |Drawn By: Storm.li |Customer: Third angle projection @IMl duﬂﬂpm"
A Checked By:Simmon Part No.: 254G3-1FVXX General Dimension Tolerance| :03: o1 <00
2\ Approved By: Tony
SGS Report No.: Title:  [2.54mm pitch female headey SOUTH SEA TERMINAL CO.,LTD

1 _ 2 _ 3 _ 4 _ 5 _ 6 _ 7 _ 8 _ 9 10 | 11 | 12 ] 13 | 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-1HXX

Description: 2.54mm(.100")pitch wire to board Housing type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China
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<t
L 5 SPECIFICATIONS
1 Voltage Rating : 250V AC/DC
- / » Current Rating : 3A AC/DC .
S N/ s S * Withstanding Voltage : 800V AC/minute
T * Insulation Resistance : 1000M . min
| o o
\\\ ' Temperature Range : - 25°C to + 85°C
(@]
2.54+0.10 HOUSING
L A 1 Part No. : 254G3-1HXX
1 Poles: 1-40
o 1 Material : NORYL 94V-2 BLACK
Part No Dimension Part No Dimension
N 25 A B A B
254G3-1H01 254 | 254G3-1He2 | 53-34 | 55.88
254G3-1H02 | 254 | 5.08 | 254G3-1H23 | 55.88 | 58.42
- | 254G3-1H03 | 508 | 7.62 | 254G3-1H24 | 5642 | 60.96
254G3-1H04 | 7.62 | 10.16 | 254G3-1H25 | 60.96 | 63.50
B 254G3-1H0S | 10.16 | 12.70 | 254G3-1H26 | 63.50 | 66.04
254G3-1H06 | 12.70 | 15.24 | 254G3-1HR7 | 66.04 | 68.58
254G3-1H07 | 15.24 | 17.78 | 254G3-1H28 | 68.58 | 71.12
o 254G3-1H08 | 17.78 | 20.32 | 254G3-1HR9 | 71.12 | 73.66
— — — — — = 254G3-1H09 | 20.32 | 22.86 | 254G3-1H30 | 73.66 | 76.20
|| m 254G3-1H10 | 22.86 | 25.40 | P54G3-1H31 | 76.20 | 78.74
I | | ] S P54G3-1H11 | 25.40 | 27.94 | 254G3-1H32 | 78.74 | 81.20
3 254G3—1H12 | 27.94 | 30.48 | 254G3-1H33 | 81.20 | 83.82
& 254G3-1H13 | 30.48 | 33.02 | 254G3-1H34 | 83.82 | 86.36
254G3-1H14 | 33.02 | 35.56 | 254G3-1H35 | 86.36 | 88.90
- 254G3-1H1S | 3556 | 38.10 | 254G3-1H36 | 88.90 | 91.44
254G3-1H16 | 38.10 | 40.64 | 254G3-1H37 | 91.44 | 93.98
- 254G3-1H17 | 40.64 | 43.18 | 254G3-1H38 | 93.98 | 96.52
7] 254G3-1H18 | 43.18 | 45.72 | 254G3-1H39 | 96.52 | 99.06
254G3-1H19 | 45.72 | 48.26 | 254G3-1H40 | 99.06 | 101.60
- 254G3-1H20 | 48.26 | 50.80
254G3-1H21 | 50.80 | 53.34
Rev| Description/Date |Drawn By: Storm.li |Customer: Third angle projection .@IMT duﬂﬁwm
w Mrmonmm mew%.muwwsob Part No.: 254G3-1HXX General Dimension Tolerance| zo% 4010 2608
pPprove y: Tony -
2.54 mm Wire to Board
SGS Report No.: Title: Housing SOUTH SEA TERMINAL CO.,LTD
1 [ 2 _ 3 4 5 [ 6 7 [ 8 [ 10 [ 11 [ 12 [ 13 [ 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-1LXX

Description: 2.54mm(.100")pitch wire to board Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




1 _ 2 _ 3 4 _ 5 6 7 _ 8 _ 9 10 _ 11 _ 12 ] i3 _ 14
| A - Material: PBT+30%GF UL 94V-0
Pin brass gold flash
_ B _ Current rating:2.5A AC,DC
¥ Voltage tating:250V AC DC
2 ; = _ = ; "2/ ® _ = _ = 7 Contact resistance:30mQMAX
\ Insulation resistance: 1000M QMin
Withstanding voltage:1500VAC/Minute
Temperature range :-25°C to +85°C
SQ Pin : 0.64mm
PC Board thickness: 0.6 to 1.2mm
S
Vo) . DIMMENSIONS(mm) . DIMMENSIONS(mm)
POLES PART NO. A n POLES PART NO. N B
\ \ 1 254G3-1L01 2.54 22 254G3-1L22 55.88 53.34
2 254G3-1L02 5.08 2.54 23 254G3-1L23 58.42 55.88
.\O.N 3 254G3-1L03 7.62 5.08 24 254G3-1L24 60.96 58.42
N % 4 254G3-1L04 10.16 7.62 25 254G3-1L25 63.50 60.96
> \ \ @ L 5 254G3-1L05 12.7 10.16 26 254G3-1L26 66.04 63.50
6 254G3-1L06 15.24 12.70 27 254G3-1L27 68.58 66.04
7 254G3-1L07 17.78 15.24 28 254G3-1L28 71.72 68.58
OQ& S L “wOO' 8 254G3-1L08 20.32 17.78 29 254G3-1L29 73.66 71.72
9 254G3-1L09 22.86 20.32 30 254G3-1L30 76.20 73.66
10 254G3-1L10 25.40 22.86 31 254G3-1L31 78.74 76.20
11 254G3-1L11 27.94 2540 32 254G3-1L32 81.28 78.74
12 254G3-1L12 30.48 27.94 33 254G3-1L33 83.82 81.28
w 13 254G3-1L13 33.02 30.48 34 254G3-1L34 86.36 83.82
— — 14 254G3-1L14 35.56 33.02 35 254G3-1L35 88.90 86.36
'_ L 2.54+0.25 1s 254G3-1L15 38.10 35.56 36 254G3-1L36 | 9144 88.90
. \_U W 16 254G3-1L16 40.64 38.10 37 254G3-1L37 93.98 91.44
I%l m W f_M /U 17 254G3-1L17 43.18 40.64 38 254G3-1L38 96.52 93.98
’ sH oo 18 254G3-1L18 45.72 43.18 39 254G3-1L39 99.06 96.52
- 19 254G3-1L19 48.26 45.72 40 254G3-1L40 101.60 99.06
20 254G3-1L20 50.80 48.26
Recommend P.C. Board layout TR RESTTERTETI R T
Rev UQMOHva.ﬂwOHH\UN&m Drawn WVJ Storm.li | Customer: Third NH_.MU_.Q HVH.O..mmO.ﬂ.OH.. @MI G%w_w.mwm
/\ Checked By:Simmon . . XX XXX XXXX
y Part No.: 254G3-1LXX General Dimension Tolerance| =25 0. #0.08
A\ Approved By: Tony
Title: Pin Header(Low profile) | SOUTH SEA TERMINAL CO.,LTD
SGS Report No.:
1 _ 2 _ 3 _ 4 _ 5 _ 6 7 _ 8 _ 9 10 _ 11 _ 12 _ 13 _ 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-1RXX

Description: 2.54mm(.100")pitch wire to board Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




1 I 2 I 3 I 4 I 5 6 7 I 8 I 9 10 | 11 | 12 | 13 | 14
| A — Material: PBT+30%GF UL 94V-0
B Pin brass gold flash
I<—/>I Current rating:2.5AAC,DC
S Voltage tating:250V AC DC
o~ B|@|8//g | 8 # Contact resistance:30mQMAX
M Insulation resistance:1000MQMin
Withstanding voltage: 1500V AC/Minute
Temperature range :-25°C to +85°C
SQ Pin : 0.64mm
PC Board thickness: 0.6 to 1.2mm
PoLES| PARTNG DIMMENSIONS(mm) [ |~ PART NG DIMMENSIONS(mm)
’ A B ’ A B
D D O_II 1 254G3-1R01 2.54 22 254G3-1R22 55.88 53.34
Q 2 254G3-1R02 5.08 2.54 23 254G3-1R23 58.42 55.88
" o II 3 254G3-1R03 7.62 5.08 24 254G3-1R24 60.96 58.42
= . I B 4 254G3-1R04 10.16 7.62 25 254G3-1R25 63.50 60.96
lq 5 254G3-1R05 12.7 10.16 26 254G3-1R26 66.04 63.50
(@\| 6 254G3-1R06 15.24 12.70 27 254G3-1R27 68.58 66.04
“ % L 254G3-1R07 17.78 15.24 28 254G3-1R28 71.72 68.58
E E !—I \_ D 8 254G3-1R08 20.32 17.78 29 254G3-1R29 73.66 71.72
9 254G3-1R09 22.86 20.32 30 254G3-1R30 76.20 73.66
0.60 -— - * 6'00 10 254G3-1R10 25.40 22.86 31 254G3-1R31 78.74 76.20
11 254G3-1R11 27.94 25.40 32 254G3-1R32 81.28 78.74
12 254G3-1R12 30.48 27.94 33 254G3-1R33 83.82 81.28
13 254G3-1R13 33.02 30.48 34 254G3-1R34 86.36 83.82
. B - 14 254G3-1R14 35.56 33.02 35 254G3-1R35 88.90 86.36
15 254G3-1R15 38.10 35.56 36 254G3-1R36 91.44 88.90
D4+
- 2 54 025 16 254G3-1R16 40.64 38.10 37 254G3-1R37 93.98 91.44
‘EI} (IP ¢ b 17 | 254G3-1R17 43.18 4064 | 38 | 254G3-1R38 | 96.52 93.98
18 254G3-1R18 45.72 43.18 39 254G3-1R39 99.06 96.52
¢ 1 - OO 19 254G3-1R19 48.26 45.72 40 254G3-1R40 101.60 99.06
20 254G3-1R20 50.80 48.26
Recmmend P.C. Board layout 21 |254G3-IR21 | 5334 | 5080
Rev| Description/Date |Drawn By: Storm.li |Customer: Third angle projection _@_g_ Urlxl111r§18:
2\ Checked By:Simmon ] ] XX XXX XXXX
N i 1 By - Part No.: 254G3-1RXX General Dimension Tolerance| 025 0.1 +0.08
pPprove y: Tony
S— Title: | 254mm piteh pin header | SOUTH SEA TERMINAL CO.,LTD
1 [ 2 [ 3 [ 4 [ 5] [ 6 [ 7 [ 8 [ 9 10 [ 11 [ 12 [ 13 [ 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-1VXX

Description: 2.54mm(.100")pitch wire to board Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




Material: PBT+30%GF UL 94V-0

Pin brass gold flash
Current rating: 2.5A AC,DC
Voltage tating: 250V AC DC
Contact resistance: 30m OMAX
Insulation resistance: 1000M QMin
Withstanding voltage: 1500VAC /Minute
Temperature range : —25°C to +85°C
SQ Pin : 0.64mm
PC Board thickness: 0.6 to 1.2mm

2.50

Recommended P.C.B. Layout

POLES| PART NO. DIMMENSIONS(mm POLES | PART NO. DIMMENSIONS(mm
A B A B
1 [254G3-1vo1 | 2.54 22 |254G3-1v22| 55.88 | 53.34
2 |254G3-1v02| 5.08 2.54 23 |254G3—-1V23| 58.42 55.88
3 |254G3-1v03| 7.62 5.08 24 |254G3-1v24| 60.96 58.42
4 [254G3-1v0o4| 10.16 7.62 25 |254G3-1v25( 63.50 | 60.96
5 |254G3—-1V05| 12.7 10.16 26 |254G3—-1V26| 66.04 | 63.50
A A A A A A A 6 |254G3—-1V06| 15.24 12.70 | 27 |254G3—-1V27| 68.58 66.04
o 7 |254G3-1V07| 17.78 15.24 | 28 |254G3-1v28| 71.72 68.58
(@) 8 |[254G3-1v0o8| 20.32 17.78 | 29 |254G3—-1V29| 73.66 71.72
PO. 9 254G3—-1V09 | 22.86 20.32 | 30 |254G3-1V30| 76.20 73.66
10 [254G3-1vi0 | 25.40 22.86 | 31 |[254G3-1V31| 78.74 | 76.20
\ \ 11 [254G3-1vi1 27.94 25.40 | 32 [254G3-1v32| 81.28 78.74

254G3—-1Vv12 | 30.48 27.84 | 33 |254G3-1V33| 83.82 | 81.28
254G3—-1V13 | 33.02 30.48 | 34 |254G3—-1V34| 86.36 83.82
254G3—-1V14 | 35.56 33.02 | 35 |254G3—-1V35| 88.90 86.36

2.50
——

H m 15 |254G3-1vi5| 3810 | 3556 | 36 [254G3-1v36| 91.44 | 88.90
Ny 16 |254G3-1vi6 | 40.64 | 38.10 | 37 [25463-1v37| 93.98 | 91.44
\/ ¥/ \ ¥ v ' I 17 |254G3—1V17 | 4318 | 40.64 | 38 |25463-1v38| 96.52 | 93.98
0.64 18 |254G3-1V18 | 45.72| 4318 | 39 [254G3-1v39| 99.06 | 96.52
——— 19 |254G3-1v19 | 4826 | 4572 | 40 [25463-1v40| 101.60| 99.06
20 [25463-1v20| s50.80 | 48.26
21 |25463-1v21 | s53.34| 50.80
Rev UOMOH.EVQO—H\UN:@ Drawn Wv\ Storm.li Customer: ‘H,_\Hmﬂg @sm—ﬁ H:.O.H.OOHWOHH I@lﬁ| CHN%
A Checked By:Simmon Part No.: 254G3—1VXX(1xN) General Dimension Tolerance 200 4600 008
A\ Approved By: Tony

SGS Report No: Tidle: 2.54 mm Pin Header | SOUTH SEA TERMINAL CO.,LTD

1 _ 2 3 4 5 [ 6 [ 7 [ 8 [ 9 10 _ 11 [ 12 [ 13 [ 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-2FRXX

Description: 2.54mm(.100")pitch wire to board Female Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




h Material: PBT+30%GF UL 94V-0
7] Pin brass gold flash

E E E E E E Mate with 254G3 Seres pin header

Current rating:2.5A AC,DC

o = G =/ Voltage tating:250V AC DC
: : : :: : : : Contact resistance:30m QMAX

2.54

Insulation resistance: 1000M QMin
Withstanding voltage: 1500VAC/Minute
Temperature range :-25°C to +85°C

I 5.00
R poLEs|  parT NG DIMMENSIONS(mm)| | - PART NO DIMMENSIONS(mm!
59 2 : ) A B ’ : A B
— 4 254G3-2FR04 5.58 254 46 254G3-2FR46 | 5892 | 55.88
: - 6 254G3-2FR06 8.12 5.08 48 254G3-2FR48 | 6146 | 58.42
m m m m m u <« C 8 254G3-2FR08 10.66 7.62 50 254G3-2FR50 | 64.00 | 60.96
u b8 10 [ 254G3-2FR10 13.20 10.16 52 254G3-2FR52 | 66.54 | 63.50
[\
0.60 12 | 254G3-2FRI12 1574 12.70 54 254G3-2FR54 | 69.08 | 66.04
2.90 14 | 254G3-2FR14 18.28 1524 56 254G3-2FR56 | 71.62 | 68.58
* 16 254G3-2FR16 20.22 17.18 58 254G3-2FR58 | 74.76 71.72
18 254G3-2FR18 23.36 2032 60 254G3-2FR60 | 76.70 73.66
20 254G3-2FR20 25.90 22.86 62 254G3-2FR62 79.24 76.20
22 | 254G3-2FR22 28.44 25.40 64 254G3-2FR64 . 78.74
_ B=0.25 | : AL
24 254G3-2FR24 30.98 27.94 66 254G3-2FR66 | 84.32 81.28
2.5440.25 & 26 | 254G3-2FR26 [ 3352 [ 3048 | 68 | 254G3-2FR68 | 8686 | 83.82
~ 28 | 254G3-2FR28 36.06 33.02 70 254G3-2FR70 | 8940 | 86.36
N Py A A
254G3-2FR30 254G3-2FR72
© 5% o 30 38.60 35.56 72 91.94 | 88.90
A A A A 32 254G3-2FR32 41.14 38.10 74 254G3-2FR74 | 9448 91.44
N N N ' 34 254G3-2FR34 43.68 40.64 76 254G3-2FR76 97.02 93.98
254G3-2FR36 254G3-2FR78
©1.00 36 46.22 43.18 78 9956 | 96.52
38 254G3-2FR38 48.76 45.72 80 254G3-2FR80 102.10 99.06
40 254G3-2FR40 51.30 48.26 82 254G3-2FR82 104.64 | 101.60
Recommend P.C. Board layout 4 | 259G3OPRA | 384 | s080 | 84| 254G32FRs4 | 10718 | 10414
44 | 254G3-2FR44 56.38 5334 86 254G3-2FR86 | 109.72 | 106.68
Rev| Description/Date |Drawn By: Storm.li |Customer: Third angle projection .@IMl dﬁﬁﬁum.
2\ Checked By:Simmon . . XX XXX XXXX
Part No.: 254G3-2FRXX General Dimension Tolerance| 025 +0.1 0,08
2\ Approved By: Tony
Title: . i SOUTH SEA TERMINAL CO.,LTD
SGS Report No.: 2.94mm pitch female header .y

1 _ 2 _ 3 [ 4 _ 5 _ 6 _ rd _ 8 _ 9 10 | 11 | 12 ] 13 | 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-2FVXX

Description: 2.54mm(.100")pitch wire to board Female Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




1 _ 2 _ 3 4 _ 5 6 7 _ 8 [ 9 _ 10 _ 11 _ 12 ] 13 _ 14
<
n - A - Material: PBT+30%GF UL 94V-0
— B m - Pin brass gold flash
m Mate with 254G3 Seres pin header
E E E E E El " Current rating:2.5A AC,DC
0 .
- o Voltage tating:250V AC DC
@ @ @ @ @ E Contact resistance:30mQMAX
© Il Insulation resistance:1000M QMin
Withstanding voltage:1500VAC/Minute
W Temperature range :-25°C to +85°C
[ I 5.00
| poLEs| paRTNG,  [DTMMENSIONS@m) o ol no, [PIMMENSIONSGnm
A B A B
B = 4 254G3-2FV04 | 5.58 254 46 254G3-2FV46 | 5892 | 55.88
M 6 254G3-2FV06 8.12 5.08 48 254G3-2FV48 61.46 5842
€3] 8 254G3-2FV08 | 10.66 7.62 50 254G3-2FV50 64.00 60.96
4 ff =l Lr \ 10 | 254G32Fv10 | 13.20 1016 | 52 254G32FV52 | 6654 | 63.50
|| Il w 12 | 254G3-2FV12 | 15.74 1270 | 54 254G32FV54 | 69.08 | 66.04
o.m 14 254G3-2FV14 18.28 15.24 56 254G3-2FV56 71.62 68.58
- 0.60 + 254 16 | 254G3-2FV16 | 20.22 17.18 58 254G3-2FVs8 | 1476 | 7172
18 254G3-2FV18 | 23.36 20.32 60 254G3-2FV60 | 76.70 73.66
20 254G3-2FV20 | 25.90 22.86 62 254G3-2FV62 | 7924 76.20
- 22 254G3-2FV22 28.44 25.40 64 254G3-2FV64 81.78 78.74
24 254G3-2FV24 | 30.98 27.94 66 254G3-2FV66 | 84.32 81.28
Bx+0.25 - 26 254G3-2FV26 | 33.52 30.48 68 254G3-2FV68 | 86.86 83.82
© 28 254G3-2FV28 | 36.06 33.02 70 254G3-2FV70 | 89.40 86.36
— | LR.5440.25 A Q 30 254G3-2FV30 | 38.60 35.56 72 254G3-2FV72 | 91.94 88.90
] .m |Lw N & 32 254G3-2FV32 | 41.14 810 | 74 254G32FV74 | 9448 | 9144
A A 34 254G3-2FV34 | 43.68 4064 | 76 254G3-2FV76 | 9702 | 93.98
[as] H hd hd + 36 254G3-2FV36 | 4622 4318 | 78 254G32FV78 | 9956 | 96.52
/ 91 38 254G3-2FV38 | 48.76 4572 80 254G3-2FV80 | 102.10 | 99.06
40 254G3-2FV40 | 51.30 48.26 82 254G3-2FV82 | 10464 | 101.60
] Recommend P.C. Board layout 4 254G3-2FV42 | 53.84 5080 | 84 | 254G32FV84 | 197.18 | 104.14
44 254G3-2FV44 | 5638 5334 86 254G3-2FV86 | 109.72 | 106.68
—
Rev UQMOH.WHV.—&.OH_.\UW.—.\Q Drawn WVJ Storm.li |Customer: Third NH_.NU_.Q HvHO..mmo.ﬁmOU. @MI GHHHH_._“.HMHmn
— Checked By:Simmon . . XX XXX XXXX
A y Part No.: 254G3-2FVXX General Dimension Tolerance| 025 $0.1 0.8
A\ Approved By: Tony
SGS Report No.: Title:  [2.54mm pitch female header] SOUTH SEA TERMINAL CO.,LTD
1 _ 2 _ 3 _ 4 _ S5 _ 6 _ 7 _ 8 _ 9 10 _ 11 _ 12 _ 13 _ 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-2HXX

Description: 2.54mm(.100")pitch wire to board Housing type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




1 2 3 _ 4 _ 5] 6 _ 7 _ 8 [ ] 10 | 11 | 12 | 13 | 14
SPECIFICATIONS
B 1 Voltage Rating + 230V AC/DC
1 Current Rating + 3A AC/DC
I ' Withstanding Voltage : 800V AC/minute
1 Insulation Resistance : 1000M aamin
I \\_ﬂﬂ i i & 1 Temperature Range : — 25°C to + 853°C
B B, B \\Fw_ =B S
1 3 ® HOUSING
I HH\“\ E— % 1 Part No. 1 254G3-2HXX(@xPin)
I/ =] ' Material + NORYL 94V-2 BLACK
2.54%0.10 e
A <
"
o Port No LDimension | pyprt No [ Dimension
A B A B
254G3-2H02 | 2,54 [5.08 [254G3-2H22 | 53.34| 55.88
254G3-2H03 | 5.08 [7.62 [254G3-2H23 | 55.88]| 58.42
/1 254G3-2H04 | 7.62 |10.16 [254G3-2H24 | 58.42] 60,96
254G3-2H0S | 10.16 [12.70 [254G3-2H25 | 60.96 | £3.50
254G3-2H06 | 12.70 |15.24 [254G3-2H26 | 63.50| 66.04
254G3-2H07 | 15.24 [17.78 |254G3-2H27 | 66.04 | ¢8.58
254G3-2H08 | 17.78 |20.32 [254G3-2H28 | 68.58] 71.12
254G3-2H09 | 20.32 [22.86 [254G3-2H29 | 7112 | 73.66
— — — — — % 254G3-2H10 | 22.86|25.40 [254G3-2H30 | 73.66]| 76.20
o 254G3-2H11 | 25.40]27.94 |254G3-2H31 | 76.20| 78.74
I I I M 254G3-2H12 | 27.94|30.48 |254G3-2H32 | 78.74| 81.20
A) 254G3-2H13 | 30.48[33.02 |[254G3-2H33 | 81.20 | 83.82
254G3-2H14 | 33.02[35.56 |254G3-2H34 | 83.82]| 86.36
254G3-2H1S | 35.56|38.10 [254G3-2H3S | 86.36]| 88.90
254G3-2H16 | 38.10 |40.64 [254G3-2H36 | 88.90]| 91.44
254G3-2H17 | 40.64[43.18 [254G3-2H37 | 91.44 | 93,98
254G3-2H18 | 43.18 [45.72 [254G3-2H38 | 93.98]| 96.52
[] 254G3-2H19 | 45.72|48.26 [254G3-2H39 | 96.52]| 99.06
254G3-2H20 | 48.26[50.80 [254G3-2H40 | 99.06 ] 101.60
254G3-2H21 | 50.80 | 53.34
Rev| Description/Date |Drawn By: Storm.li |Customer: Third angle projection @Iml GHWHHWQ
W Mrmowﬂw ww% .mw.ﬂ:ﬁob Part No.: 2954G3-2PHXX General Dimension Tolerance | :ox 4000 +008
pprove y: Tony :
294 mm Wire to Booard
SGS Report No.: Title: _I_Orx_m__)@ MOQHII Mmb ﬂmmENZ\bP no. vhdlc
1 _ 2 _ 3 4 5 _ 6 _ rd _ 8 _ 9 10 | 11 | 12 ] 13 | 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-21 XX

Description: 2.54mm(.100")pitch wire to board Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




1 _ 2 _ 3 _ 4 6 7 8 10 _ 11 _ 12 _ 13 _ 14
<
A
=~ N = Materialt PBT+30%4GF UL 94V-0 |
fe———————— Pin brass gold flash
I Current ratingi2.5A AC,DC .
R N I O B Voltage tating:250V AC DC
o alalaellelala Contoct resistance:30mQMAX n
! \ Insulation resistance:1000MQMn
C C C C C C Withstanding voltagelS00VAC/Minute |,
Temperoture range —23°C to +835°C
SR Pin + 0.64mm |
554 PC Board thickness: 0.6 to 1.2mm
- -
- POLES| PART NO. DIMMENSIONSCmm) POLES| PART NO. DIMMENSIONS(mm)
3 A B A B -
he 2 |254G3-2L02| 2.54 44 [254G3-2L44| S55.88 53.34
4 254G3-2L04| S5.08 2.54 46 |254G3-2L46| S8.42 55.88
/| 6 254G3-2L06| 7.62 5.08 48 [254G3-2L48| 60.96 58.42 M
m \\ % \; 8 254G3-2L08| 1016 7.62 S0 [254G3-2L50| 63.50 60.96
\ \ e u 10 |254G3-2L10 12.7 10.16 52 [254G3-2L52| 66.04 63.50 |
12 |254G3-2L12 15.24 12.70 54 |[254G3-2L54| 68.58 66.04
| 14 (254G3-2L14| 17.78 15.24 56 [254G3-2L56| 71.72 68.58
0.64 _I_ 3.00 16 [254G3-2L16| 20.32 17.78 58 [254G3-2L58| 73.66 71.72 =
A I R e 18 |es4aG3-2L18| 2286 | 2032 | 60 [p54G3-2L60| 7620 | 7366
20 [254G3-2L20| 25.40 22.86 62 [254G3-2L62| 7874 76.20 ||
22 |[254G3-2L22| 27.94 25.40 64 [254G3-2L64| 81.28 78.74
24 |254G3-2L24| 30.48 27.94 66 |[254G3-2L66| 83.82 81.28
. 2.54 L 26 |[254G3-2L26| 33.02 30.48 68 [254G3-2L68| 86.36 83.82 O
1 _ I 3 > 28 |[254G3-2L28| 35.56 33.02 70 [254G3-2L70| 88.90 86.36
« 30 [254G3-2L30| 38.10 35.56 72 [254G3-2L72| 9144 88.90 ||
< @ O O O O 32 |254G3-2L32| 40.64 38.10 74 |[254G3-2L74| 93.98 91.44
.b 34 |[254G3-2L34| 4318 40,64 76 |[254G3-2L76| 96.52 93.98
S—0O—O0O—0O—0O-0 36 |es4a-eLas| 4572| 4318 | 78 [esaca-aL7s| 9906 | 9652 =
» 38 |[254G3-2L38| 48.26 45,72 80 [254G3-2L80| 101.60 99.06
40 ([254G3-2L40| 50.80 48.26 |
Recommended P.C.Board layout 42_|es4G3-2aL42) 5334 | S080
inti Drawn By: Storm.li . : . : its:
Rev| Description/Date y Customer: Third mbm_m projection .@IMT CM::M
ZA\ Checked By:Simmon [, -+ No.: 254G3-2LXX General Dimension Tolerance | .55 o0 <o
N\ Approved By: Tony _
SGS Report No.: Title: Pin Header(Low profile) SOUTH SEA TERMINAL CO.,LTD
T 1 2 3 [ 7] [ [ 6 7 [ 8 [ 0 T ] 2 3 [ 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-2VXX

Description: 2.54mm(.100")pitch wire to board Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




1 2 _ 3 4 5 6 7 _ 8 [ 9 _ 10 T 11 12 | 131 14
Materiali PBT+30%ZGF UL 94V-0
Pin brass gold flash
A Current rating:2.5A AC,DC
Voltage tatingi230V AC DC
B _ Contact resistance:30mOMAX
Insulation resistance:1000MQMin
254 0@\ Withstonding voltoge:l300VAC/Minute
o - gllalala —] oY Temperature ronge :(—23°C to +85°C
S M Cane; O SR Pin : 0.64mm
ip) @ B/ |8 |8 4 PC Board thickness: 0.6 to 1.2mm
GGG GO ®)
Recommended
_U_O_”_W_IQV\OC.W Domenslon(mm) Domension(mm)
Poles| Part No. Poles| Part No.
A B A B
2 254G3-2V0e| 2.54 44 [|254G3-2Vv44| 55.88 53.34
4 254G3-2V04| 5.08 254 46 [254G3-2V46| 5842 55.88
6 [254G3-2V06| 7.62 5.08 48 [254G3-2Vv48| 60.96 58.42
m 1 m h. 8 254G3-2V08| 1016 7.62 S50 [254G3-2Vv50| 63.50 60.96
n N a) N N % % 10 [254G3-2V10| 12.70 10.16 52 [254G3-2V52| 66,04 63.50
12 [254G3-2V12| 15.24 12.70 54 ([254G3-2V54| 6858 66.04
14 [254G3-2V14| 17.78 15.24 56 [254G3-2V56| 71.72 68.58
16 |[254G3-2V16| 20.32 17.78 58 [254G3-2Vv58| 73.66 7172
4 18 |254G3-2V18| 22.86 20.32 60 [254G3-2Vv6e0| 76.20 73.66
O [ 5 20 [254G3-2Vve0| 25.40 22.86 62 [254G3-2VeR2| 7874 76.20
5 \\ 77 \; a 22 |254G3-2v2y 27.94 25.40 64 |254G3-2Vve4| 8128 78.74
Qn_ \ \ 24 |254G3-2Vv24| 30.48 27.94 66 |254G3-2Ve66| 83.82 81.28
26 |254G3-2Vv2Eg 33.02 30.48 68 [254G3-2V68| 86.36 83.82
28 |254G3-2v28 35.56 33.02 70 [254G3-2V70| 88.90 86.36
J \J - W w J 7 v/ 30 [254G3-2v30| 3810 3556 | 72 |254G3-2v72| 9144 | 88.90
i I 7 m m L. 32 |254G3-2V33 40.64 38.10 74 [254G3-2V74| 93.98 91.44
—_— |t ! 34 [254G3-2Vv34 4318 40.64 76 |254G3-2V76| 96.52 93.98
36 |254G3-2V34 45,72 43,18 78 [254G3-2Vv78| 99.06 96.52
38 |254G3-2Vv38 48.26 45,72 80 [|254G3-2Vv80| 101.60 99.06
40 |(254G3-2V40| 50.80 48.26
42 |254G3-2V43 5334 50.80
Rev| Description/Date |Drawn By: Storm.li |Customer: Third angle projection .@IMT dhﬂwm"
Checked By:Simmon ] ] XX XXX XXXX
ZAN M Part No.: 2o4G3-2VXX(@xN) General Dimension Tolerance| 105 010 008
A\ Approved By: Tony
SGS Report No.: Title: 2.54 mm Pin Header | SOUTH SEA TERMINAL CO.,LTD
1 _ 2 _ 3 4 5 _ 6 _ 7 _ 8 _ 9 10 _ 11 _ 12 _ 13 _ 14




SST APPROVAL SHEET

Customer:

Customer P/N.:
SST P/N.: 254G3-2VXXDL

Description: 2.54mm(.100")pitch wire to board Pin Header type

Approved No.:

Date:

Manufacturer's specification
Designed By: Checked By: Acknowledged By:

Simmon Chang May Yang Tony Chou

Customer Signature
Inspected By: Checked By: Approved By:

SOUTH SEA TERMINAL CO.,LTD.

Headquarter: 6fNo.179,Sec.1,ShinTai Wu Rd.Hsi Tzih City, Taipei County, Taiwan R.O.C.
Tel:+886-2-2641-1098  Fax:+886-2-2642-8853 E-mail:sstasia@sstasia.com.tw
Web site http// www.sstasia.com.tw
Cable-Shen Zhen : B1-B2 Shang Tang Industry District,Zhong-Huan Nan Rd,LongHua
Town,Bao'An County,Shen Zhen City,Guangdong Province,China(518131)
Tooling-China : No.4 Industry District,Xin Ye Rd.,Xiagang Village Changan Town,
Dongguan,Guangdong Province,China




_ 10 | 11 | 12 | 13 | 14

2.54 N

/x
~ m mw o0 3 O

PBT+30%ZGF UL 94V-0
Pin brass gold flash
Current rating2.5A AC,DC
Voltage tating:230V AC DC
Contact resistance:30mOMAX
Insulation resistance:1000MQMin

Material:

ol | m gllelala s Withstanding voltage:1300VAC/Minute
) At O-0—-0-—-0O0-0O0-0 Temperoature range :=23°C to +83°C
Ly = @/ 0| 0|3 SQ Pin : 0.64mm
mmnmwwﬂwmo_ PC Board thickness: 0.6 to 1.2mm
Domension(mm) Domension(mm>
Poles| Part No. Poles| Part No.
A A A A 8 T A A A B A B
7 o 2 |es4G3-2voenL| 2.54 44 |254G3-2v44DL| 55.88 | 53,34
nw 4 |2s4G3-2vosnL| 5.08 254 46 |254G3-2v46DL| 5842 | 55,88
O | /] ™M 6 |2s4G3-2vesnL| 7.62 5,08 48 |254G3-2v48DL| 6096 | S8.42
9] \ \ 7r x; 8 |2s4G3-2vosDL| 1016 7.62 50 |2s54G3-2vsoL| 63.50 | 60.96
5 10 |es4G3-2viopL | 12,70 10.16 52 |2s5463-2vs2DL| 66.04 | 63.50
Qn_ 7 I (a») 12 |254G3-2vieDL| 15.24 12.70 54 | 254G3-2v54DL| 68.58 66.04
O 14 |2s54G3-2v14DL| 17.78 15.24 56 | 254G3-2vseDL| 71.72 68.58
8 16 254G3-2V16DL 20.32 17.78 58 254G3-2Vv58DL| 73.66 7172
Y y — 18 |2s4G3-2vieL| 2286 | 2032 | 60 |2s4G3-2veonL| 76,20 | 73.66
O 20 |254G3-2vaoDL| 25,40 22.86 | 62 |2s463-aveanL| 78.74 | 76.20
LM \ \ 7r x; 22 |es4G3-aveanL| 2794 | p25.40 | 64 |25463-2vesnL| 81,28 78.74
a 24 |2s4G3-2va24DL| 30,48 2794 | 66 |2s4G3-2veenL| 8382 | s1.e8
i I m 26 | es4ca-aveenl| 3302 | 3048 | 68 | esece-avesn| 86.36 | s3se
: - 28 | 254G3-2vesiL| 35,56 33.02 70 254G3-2V70DL( 88,90 86.36
W/ W} W) W W | 7 Gb 30 |2s4G63-a2vaonL| 38.10 3556 | 72 | 254G3-2v72DL| 91,44 88.90
|l D , m.v R_. _ 7 m m R_. 32 |2s54G3-2v3enL| 4064 3810 | 74 |@2s54G3-2v74n| 9398 | 91.44
— —— : 34 |[254G3-2v34DL| 43.18 40,64 | 76 |254G63-2v76DL| 96.52 93.98
36 |254G3-2v36DL| 45,72 4318 | 78 |254G3-2v78DL| 99.06 96.52
38 |254G3-2v3sDL| 48.26 45,72 | 80 |254G3-2vsoDL| 101.60 99,06
40 |[254G3-2v40DL| 50.80 48,26
42 | 2s54G3-2v42DL| 53.34 50.80
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