G-SCHEDULE

CONSTRUCTION C.C. ROAD WITH NALLI
AT - COMPOSIT GIRLS ASHRAM ORACHHA

S.no.

Item No.

Particulars

Qty Unit Rate

Amount

35

(i) Excavation in cutting in soil by manual means

Excavation For roadway in soil for carrying of cut earth to cum
embankment site with a lift upto 1.5m and lead upto lead upto 50m as per
Technical Specification Clause 302.3

139.86 Cum 76

10629

Granular sub-base with well Graded Material (Table 400.1)
Construction of granular sub-base by providing well graded material,
Spreading in uniform layers with motor grader on prepared surface, mixing
by mix in place method with motivator at OMC, and compacting with
smooth wheel roller to achieve the desired density, complete as per
Technical specification Clause 401.0

(B) Disintegrated rock i.e. mourunm having CBR value not less then 15%
and Pl & LI Not more than 6 and 20 respectively

155.93 Cum 450

70166

7.18 ()

Providing concrete for plain/ reinforced concrete in substructure complete
as per drawings and technical specification clause
802,804,805,806,807,1202 & 1204 For height up to 5m p.c.c. grade M 15

34.23 Cum 4031

137961

6.1.

Construcation of un-reinforceed, dowel jointed at expanssion and
construction joint only, plain cement concrete payment, thickness as desing
over a prepared sub base, with 43 grade cement or any other type as per
clause 1501.2.2 M30 (Grade) coarse and fine aggregates conforming to IS:
383, Maximum size of coarse aggregate not exceeding 25 mm Mixed in a
concrete mixer of not less than 0.2 cum capacity and appropriate weigh
batcher using approved mix design laid in approved fixed side lorwork
(steel plates including leveling the formwork as per drawing) spreading the
concrete with shovels rakes compacted using needle screed and plate
vibrators and finished in continuous operation including provision of
contraction and expansion, constrution joint, applying deboning strips,
primer, sealamt dwell bars, near approaches to bridge/culvert and
construction joint, admixtures as approved, curing of concrete stabs for 14-
days, using curing compound (Where specified) and water finishing to lines
and grade as per drawing and tecnical aspcification clause 1501

144.60 Cum 6126

885820

7.6.

Providing & laying Cement Concrete Pipe NP3 on first close bedding of
granular material including Fixing collar with cement sand mirtar 1.2 but
excluding axcavation, protection works, backfilling concrete and masonary
work in head wall and parapets as per clause 1106 (C) 450 MM Dia.

10.0 RM 1961

19610

9.14 (A)
M

Providing and Fixing Informatory and logo Board of PMGSY Project
Providing typical PMGSY informatory & Logo board as per approved
drawing & spcifications painted with enamel paint on both side of board,
lettering, figuring, printing arrows, etc (A) with ready mix synthetic enamel
paint of suprior qunlity in requred shed and colours.

(i) Brick/stone masoary

1 each 8598

8598

Total

1132784

S.D.0.(R.E.S)
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