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INVITATION TO BID 
        INSTRUCTIONS AND SPECIFICATIONS FOR: 

ELECTRICAL WORK FOR INSTALLATION OF VALVE ACTUATORS AT THE CENTRAL PUMP 
STATION 129 LAKE STREET – ISSUED AUGUST 5, 2013 

 
INVITATION TO BID FOR ELECTRICAL WORK FOR INSTALLATION OF VALVE ACUATORS AT 

THE CENTRAL PUMP STATION 129 LAKE STREET 
 
The Village of Oak Park is seeking qualified electrical contractors to provide electrical work to proposed 
valve actuators for the Central Pump Station located at 129 Lake Street.  A mandatory pre-bid meeting 
will take place on Monday, August 12, 2013 at 10:00 am at the Central Pump Station located at 129 
Lake St., Oak Park, IL 60302. 
 
Work shall be completed as outlined in the scope of work enclosed.  Bids should be addressed to Brian 
Jack, Water and Sewer Superintendent. Bids will be accepted until 3:00 p.m. on Friday, August 23, 
2013.   
 
The Village reserves the right to accept or reject any and all Bids or to waive technicalities.  For further 
information, contact Brian Jack, Water and Sewer Superintendent at (708) 358-5746. 

 
SCOPE OF WORK AND DETAILED SPECIFICATIONS 

 
The intent of these specifications is to describe the construction material and methods required 
for the performance of the work.  In general, the Village intends that these specifications and the 
attached documents delineate the detailed extent of the work.  The Village has the authority to 
resolve any discrepancy between drawings, referenced specifications, and standards.  
 

• Establish connection to the existing electrical resources and provide an appropriate 
electrical enclosure (circuit interrupter panel) preferably within the existing electrical 
room.  

• Circuit interrupter panel shall include the appropriate sized wiring and circuit interrupters 
for two (2) 480V A/C motorized valve actuators.  

• Provide and install all necessary conduit, wiring, disconnects and related electrical 
junction boxes from the aforementioned circuit interrupter panel terminating at the 
motorized valve actuators.   

• Valve actuator electrical specifications will be provided at the pre-bid meeting. 

• Contractor to be responsible to install related conduit/wiring into the vault from the 
pumping station and to terminate such conduit/wiring within 5 feet of the location of the 
individual valves.  

• Electrical connections shall terminate in the vault at an appropriate sized disconnect.  

• Motorized actuators are located in a 10 foot deep underground vault approximately 15 
feet adjacent to the pumping station.  

• Electrical connections to the motorized valve actuators to be performed by others.  

• Electrical junction boxes, disconnects and conduit shall be of the appropriate material(s) 
to withstand the burial of underground or being submerged in water inside of the vault.  

• Permit fees for this project to be waived by the Village of Oak Park, however all 
appropriate electrical inspections must be adhered to. 

• The contractor shall also install one (1) one inch conduit (empty--without any wiring) from 
a location (as yet to be determined) inside the vault terminating at the “SCADA” cabinet 
inside of the pumping station.  


