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CONSTRUCTION METHOD STATEMENT 

Royal Court, Briercliffe 

June 2018 

This statement relates to the erection of 10 number residential properties and the associated 
works on the land at Royal Court. 
 
All works will be in accordance with ISO 14001:2004 Environmental Management System. 
 
Management Structure 
 
1no Site Manager     
1no Fork Lift Driver (part duration) 
1no Labourer / Material Controller (part duration) 
 
The above staffing requirements may vary subject to pace of build. 
 
Head of New Build Contact Details: 
 John Carlin 
 07976079630 
 jcarlin@ringstones.co.uk 
 
 

1. Estimated Programme Dates 
 
Start on Site Construction:   Following discharge of pre-commencement  

planning conditions  
(Approximately 45 Weeks Duration)  

 
 

2. Hours of Operation for Construction Work 
 
Monday - Friday   08:00 – 18:00 (plant operation times) 
Saturdays    08:00 – 14:00 (plant operation times) 
Sundays    No works planned presently 
Bank Holidays    No works planned presently 
 
 

3. Control Measures 

 

Dust: 

 

It is the Policy of Ring Stones Maintenance and Construction LLP to reduce any hazards 

arising from exposure to dust that is produced on Ring Stones sites as far as reasonably 

practicable 

 

Exposure to (especially containing respirable crystalline silica) can lead to the slow 

development of the irreversible lung disease Silicosis. Heavy and prolonged exposure under 
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conditions that are sufficient to cause Silicosis can also lead to an increased risk of lung 

cancer.  

All contractors carrying out activities such as mechanical cutting and grinding of stone, 

concrete and site transport that create substantial amounts of dust will ensure the following 

hierarchy of prevention is implemented: 

 

 Adequate ventilation provided, or 

 Water suppression system used, or 

 Local ventilation system (vacuum) system used. 

 

In addition, a dust mask to p3 standard must be worn by the operators of machinery creating 

the dust by persons carrying out sweeping up activities. 

 

Where the above hierarchy cannot be employed those exposed to the dust must wear 

Respiratory Protection Equipment (RPE) – to grade APF 40 (full face respirator with filter to 

p3 standard. 

 

Contractors must ensure that dust created by their work activities does not affect the health 

of other workers, residents and members of the public. 

 

Please find attached Ring Stones Standard Working Practice document – “Control of Dust” 

to help illustrate the above point further.  

  

Noise: 

 

It is the Policy of Ring Stones Maintenance and Construction LLP to reduce any hazards 

arising from noise exposure that is produced on Ring Stones sites as far as reasonably 

practicable 

 

Contractors must ensure that plant and machinery brought onto the Group’s sites are in 

good working order and suitably fitted with noise reduction measures, where necessary, and 

that the assessed level of noise of the plant / machinery is provided by the supplier/owner 

and made known to those who may be affected. 

 

Where it is not practicable to reduce noise to an acceptable level, the Principal Contractor 

will arrange for ‘Noise Protection Zones’ to be established with noise warning notices 

displayed. All persons entering these areas must wear suitable hearing protection. 

Contractors will be responsible for ensuring their workers are provided with the suitable 

hearing protection and have received information, instruction and training on noise hazards. 

 

All Contractors must cooperate with the Principal Contractor in compliance with any noise 

levels and periods of permitted noise activities laid down by local authorities, which are 

necessary to prevent noise nuisance pollution.  

 

Please find attached Ring Stones Standard Working Practice – “Control of Noise” to help 

illustrate this point further.  
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4. Details of Site Compound & Storage of Plant and Materials 
 
The proposed location for the site compound is off the new estate road within the site the 
following facilities are proposed: 

 
1no   Site Office  
1no   Canteen / Drying Room  
1no   Toilet Block 
1no  Storage Container 

 
Please refer to the enclosed plan detailing the compound set up.  

 

However, due to the tight nature of the site the welfare set up will also involve temporary self 

contained units to allow for the various work processes to be undertaken 

 

Plant and materials will be stored on site within the boundary 

 

 

5. Temporary Highway Works or Closures 

Temporary closures / licences will be applied for with Lancashire County Council as the 

works require facilitating connecting to the highway and forming the site entrance and the 

drainage connection on Harrison Street. 

 

6. Access For Deliveries and Unloading 

The access on to the site will be via Queen Street and Tennyson Street. Direction arrows will 

be used to direct traffic right out of the site and onto Jubilee Street  

The new road will be installed to base course as the first operation on the site which will 

provide clean running surfaces for all plant and deliveries which will assist in keeping the 

surrounded adopted highways in good clean condition throughout the contract. 

The foundation solution for the site is strip footings and piled which will require the surface 

footprint of the buildings to be provided with a stone mat. This will keep all plant and delivery 

movements on clean surfaces preventing soil being transferred onto the adopted highway 

network.  

All subcontractors and suppliers will be provided with information showing the access and 

egress for deliveries as part of their order. All hauliers will be provided with Ring Stones’ 

“Traffic Management Plan” on appointment. All drivers will be instructed to contact the site 

manager prior to arrival on site to ensure a banksman is ready to guide deliveries in and out 

of site. 
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7. Parking of Vehicles for Operatives and Visitors 

Parking will be located on Queen Street and Harrison Street on the Queen Street Mill side 

for subcontractors and Ring Stones employees other than the site manager.  

Please see attached “Royal Court – Traffic Management Plan” to help illustrate this point 

further. 

 

8. Wheel Wash Facilities 

A road sweeper will be employed as required to ensure the roads leading to and from the 

site are kept in a clean, safe condition. During times when earthworks are being undertaken, 

the frequency and duration of the visits will be increased. 

A jet wash facility will be provided at the entrance and exit to deal with general vehicles 

leaving to ensure soil is not transferred from the site onto the adoptable highway. However, 

once the demolition and groundworks are completed, the site will be completely hard and 

with the use of the existing road. 

 

9. A Scheme for the Recycling and Disposal of Waste   

Waste will be dealt with as per Ring Stones procedure for the “Control of Waste”. Waste 

figures can be provided on request as required throughout the project and reported as part 

of the companies KPI’s (monthly). 

 

10. Security 

Site will be secured with the existing fencing and heras fencing to suit the scheme and 

operations being carried out at the time. 

Ringstones policy is to also utilise security cameras which will be designed by the sub-

contractor to provide surveillance of the compound and site areas. Guards may be utilised 

on site at certain points during the build if required. 
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11. Appendices 

Documents attached to the Construction Method Statement are as follows: 
 

1. Site Layout 
 

2. Site Logistics Plan 
 

3. Traffic Management Plan 
 

4. Remediation and Earth Works Strategy 
 

5. Ring Stones Standard Working Practice in relation to Control of Dust 
 

6. Ring Stones Standard Working Practice in relation to Control of Noise 




