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ROADWAY IMPROVEMENTS 

A review was conducted of the Five-Year Plans of Palm Beach County and the FOOT, as well 

as those improvements committed by the developers of projects in the area. No major projects 

were identified for roadways within the study area . 
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TEST 1 SIGNIFICANCE ANALYSIS 

A peak-hour peak-directional (PHPD) analysis was undertaken on all of the links included in the 

Palm Beach County Thoroughfare Map within the 0.5-mile radius of development influence to 

determine the significantly impacted links. Net new external project traffic was assigned to all 

the thoroughfare roadway links within the radius of development influence. Per Palm Beach 

County standards, all of the links on which the project traffic impact is greater than 1% of the 

level of service (LOS) 0 generalized service volume are considered to be significantly impacted. 

As shown in Table 2, none of the roadway links within the radius of development influence are 

significantly impacted by the project traffic. Therefore, no further analysis is required for Test 1 . 
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VOLUME DEVELOPMENT 

Background traffic is calculated from historical annual growth rates and/or traffic from the unbuilt 

portions of committed developments. The Palm Beach County Traffic Division maintains a 

database containing anticipated traffic volumes associated with committed development 

projects in the area. The impacts of the approved projects were added to links and intersections 

that were subject to analysis. Peak hour committed development traffic as reported in the TPS 

database is summarized in Appendix B. 

For this study, a nominal 0.5% growth rate was applied to links and intersections (to which 

committed project traffic was already added) to account for background growth not related to the 

approved projects. The total background traffic for each significantly impacted link and 

intersection was then determined as the greater of the following: 

• Existing traffic volumes plus growth due to historic growth rate 

• Existing traffic volumes plus growth due to committed projects and a nominal 0.5% 

background growth rate 

Project traffic was then added to the background volumes to calculate future total traffic . 
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