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Combiner Boxes
String Monitoring

8 up to 24 input - 1.500V



Combiner Boxes - String Monitoring

Technical data

Type code

SBC 0815

SBC 1215

SBC 1615

SBC 2015

SBC 2415

Combiner box

1A0.598.008

1A0.598.012

IA0.598.016

1A0.598.020

IA0.598.024

Combiner box with probe

IA0.598.008s

IA0.598.012s

IA0.598.016s

1A0.598.020s

IA0.598.024s

Max voltage (Vec) 1.500V
N° of DC+ input 8 12 16 20 24
N° of DC- input 8 1"2 H H 16 H ) 20 24
SPD protection SPD 1.500 V,c CLASS I

"""""""""""" lt\.llﬂ(‘)'ﬁitor single"string current
Electronic equipment onboard Mon'i\fé):istglgvsDtcatus

Monitor internal temperature
Analog input 0-5V/4-20 mA
Electronic equipment for probe monitor Ag?g)gg%%tf;?ev
Digital input dry contact

Communication protocol MODBU‘S RGO
Mo OSSOSO
Housing GRP (Glass fiber reinforced polyester)
Door/ Opening angle / Lock e é'l‘ind /> 120; / Standa;& """"""""""""""""""""""""
Housing Dimensions (DxWxH mm) ssoxe70x700 i i 670x325x862 """""""""""""""""
Weight 18.7 Kg 20.4 Kg 24,1 Kg ' 2‘5.7 Kg 26.8 Kg
External protection degree IP65
Open door protection degree |P2HO """""""""""""""""""""""""""
Safety class Claéé Il
e o 7,‘035 ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
Envir"(')‘l"l‘mental data T o e
Operating temperature -20°C/+50°C
Storage T e _25°C /H+600 c
Heigr'w‘{'ébove thesea ® up to 2.HOOO m
Humi't;i't‘y ....................... i 0—95% (non ;:‘ondensiné). """"""""""""""""""""""""
e mPUt ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, . e oo
Input cable entry Cable gland
Input connection mwwli‘)irectly on f‘use holde'r‘ ..........................
Conductor cross section 4-6 ﬁmq '
FuseType 1 0x85 gPV "‘I'ype curvé ...........................
Fusesize (ADC) e Up to"20 A
N° fuse 16 2"4 H H 32 H ' 4‘0 48
Range current sense + 26A
Moty 0.5%‘ e
Current reading tipology e Hall éffect """""""""""""""""""""""""""
o o&but ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, OSSOSO
Output cable gland ’ 2xPG29 2xPG36
Clamping Aea T H 18—25mm """""""""""""""""""""""""""""""""""
Conductor material COD’[‘JEI’ """""""""""""""""""""""""""
Terminal type ScrewHMlz """""""""""""""""""""""""""
Voltage DC switch 1_506 Ve e
Curtent DC switch (0C-218) 160 A .......... T 256 A

1) Derating of VN versus altitude. 1,0 % per 100 m from 2.001 m to 3.000 m.

1,2 % per 100 m from 3.001 m to 4.000 m.

(*) Contact factory for different value

Warnings: to feed the electronic devices of the string box control unit is required an

For more information
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We reserve the right to make technical changes or
modify the contents of this document without prior
notice. With regard to purchase orders, the agreed
particulars shall prevail. FIMER does not accept any
responsibility whatsoever for potential errors or possible

lack of information in this document.

auxiliary external single-phase power supply 230 V,c (L + N).
Please note that the string box doesn’t contain blocking diodes.

Remark. Features not specifically listed in the present data sheet are not included

in the product.

We reserve all rights in this document and in the subject
matter and illustrations contained therein. Any repro-
duction, disclosure to third parties or utilization of its
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