GARDEN GROVE

COMMUNITY AND ECONOMIC DEVELOPEMENT
BUILDING AND SAFETY DIVISION

STANDARD PATIO COVERS

11222 ACACIA PARKWAY
GARDEN GROVE, CA 92840

The information provided herein describes the minimum requirements for obtaining patio

Job Address:

cover permits for residential buildings within the City of Garden Grove. For clarification

of the permit process, visit the Buil
Hall or by telephone (714) 741-5307.

ing and Safety Division located on first floor of City

CONDITIONS:

A.

Patio covers are one-story structures not more than 12 feet in height above grade
and used only for recreational purposes. Outdoor living, carport, garage, storage
room or habitable room are not permitted.

Patio covers using these standard plan are attached and are permitted ONLY
as accessory to dwelling units such as one-or two family dwellings or lodging
houses or to individual dwelling units in multi-family dwelling-unit buildings.

Patio covers must be open on one or more sides.

Patio covers using this standard plan is_not for future enclosure.

Site plan with approval from Planning Department is required.

SPECIFICATIONS:

moow

Joists shall be grade marked Douglas Fir Larch No. 2 or better

Beams shall be Douglas Fir Larch No. 1

Concrete: 2,500 psi In 28 days

Nails: Common, use galvanized when exposed to weather.

I;igp]f_inl% sheathing: 2" CDX or 7/16” OSB min. Nailing 8d-6” o.c edges and
ield.

ROOFING NOTES:

>

MO0

Roll roofing (cap sheet over 1 or 2 layers of felt)
a. Built-up types
b. 2 layer — 15 Ib underlayment
1 layer — 60 Ib cap sheet mopped #roof plies)
Torch down roof system per manufacture specifications.

Metal or translucent per manufactures specs.

Roof must have minimum class B rating or better when tested per ASTME
Roof slopes greater than 1/4:12 but less than 2:12 shall be hot mopped, built up
roof or use an approved cold process system with an approved ICC report.
Roof slopes between 2:12 and 4:12, use composition shingles over 2 layers of
15 1b (1 layer 30 Ib felt is not acceptable).

Property Owner:
Address:

Phone:

Contractor:

Address:

License No.: Class: Expiration:

Phone:

Proposed Work:

IV. INSPECTIONS:
A. Foundation — Post brackets/hardware must be in-place prior to inspection.

B. Framing — Before covering roof and boundary nailing must be installed

C. Final — All exterior woods exposed to weather shall be primed/sealed/painted.
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TO COMPLETE THIS PLOT PLAN . ..

1. Show the location of the proposed patio cover on the plot plan below; show size, area and distance to property lines.

2. Show location and spacing of all supporting posts.

3. Show all other structures in the same yard as the proposed patio cover: pool, retaining walls, storage, accessory structures
and trees. Provide dimension from these items to the proposed patio.

4. Show any hillsides on the property that exceed a slope of 3 horizontal to 1 vertical (3:1).

5. Setback: Patio covers shall have a minimum setbacks of 5 feet to the side and rear property lines and a minimum 20 feet
setback to the front property line when located in the front yard.

6. Site plan must be approved by Planning Dept. prior to Building Dept. issuance of construction permit.
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DETAIL4,5AND 6 —

FACE OF
HOUSE

—™

A

~_ ROOF COVERING OVER
1/2" ROOF SHEATHING

ROOF RAFTERS:

L) x Ll @ L) 0- C- LY

—

INDICATE ROOF SLOPE:

1/4" PER 12" MIN. FOR CAP
SHEET AND BUILT-UP ROOFS.

4" PER 12" MIN. FOR ASPHALT
SHINGLES (2" PER 12" OK WITH 2
LAYERS 15# FELT). SLOPE OF
CONCRETE AND CLAY TILES AS
PER ICC REPORT.

_;7EH“HSUPPORTWKBBEAM
TABLE A S
\_ DETAIL 2
LEDGER: "X " £ '
(Same depth as roof rafters) % POST SIZE: "X
O

RAFTER SPAN

A

(16'-0" Maximum)

Y

(4X4 UP TO 10’ SPAN)

FINISH GRADE

Table A — Min Rafter Size

Rafter

Span 12

(feet)
6 2x4
7 2X4
8 2x4
9 2x4
10 2X6
11 2X6
12 2X6
13 2X6
14 2X6
15 2X6
16 2%8

16

2x4
2X4
2Xx4
2X6
2X6
2X6
2X6
2X6
2X6
2X8
2X8

3 1/2" PATIO SLAB

Spacing Center-to-Center (Inches)

24

2x4
2X4
2X6
2X6
2X6
2X6
2X6
2x8
2x8
2X8
2x8
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DETAIL 3 >\— —

/

—
“TableB
Post Table B — Min Footing Size (square-inch)
Spacing
Feet) Rafter Span (Feet) 12
6 8 10 12 14 16
4 18 18 18 18 18 18
6 18 18 18 18 18 18
8 18 18 18 18 18 18
10 18 18 18 18 18 18
12 18 18 18 18 18 18
14 18 18 18 18 20 20
16 18 18 18 20 24 24
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Table C — Beam Size

24" MAX OVERHANG AND MIN 3'
FROM PROPERTY LINE

See Table C for Beam Size

BEAM SIZE:

DETAIL 1

BEAM SPAN = ' -

4X KNEE BRACES AT EACH POST

MAX 16" SPAN TO CENTER OF POSTS

1

Min 1% slope

6'-8" MIN

Post
Spacing |Span of Rafters (In Feet)
(Feet)
4 6 8 10 12 14 16
4 4x4 4x4 4x4 4x4 4x4 4x4  4x4
6 4x4 4x4 4x4 4x4  4x4 4x4  4x4
8 4x4 4x4 4x6 4x6 4x6 4x6 4x6
10 4x4 4x6 4x6 4x6 4x6 4x6 4x8
12 4x6 4x6 4x6 4x8 4x8 4x8 4x8
14 4x6 4x8 4x8 4x8 4x8 4x10 4x10
6x8 6x8
16 4x8 4x8 4x8 4x10 4x104x10 4x10
6x8 ©6x8 6x8 6x8
i T 5" MIN. J
> ENETRATION [

o I Pl
_ L

18"

APPROVED POST CAP
OR 12 GAUGE 1-1/2" x
12" STEEL 'T" OR 'L
STRAPS EACH SIDE

¥ -EE‘: N
5/8" THRU-BOLT |/
WHEN KNEE BRACE |

OCCURS ONBOTH |
SIDES |

BRACE AND BEAM J
AS OCCURS AT

4
||II

WITH 1/2" DIA. BOLTS

/ 4X KNEE BRACE WITH 5/8" X 6"
/ LAG BOLTS AT EACH END. LAG
L~ BOLTS SHALL BE INSTALLED WITH
STANDARD WASHERS INTO 7/16"
PRE-DRILLED HOLES.

INTERMEDIATE POST.

DETAIL 1

City of Garden Grove Patio Standard Plan: REV 1.0 Date: 05/28/2020

—_ APPROVED ROOF
COVERING OVER \
ROOF SHEATHING \

—— BOUNDARY NAILS AT
6" 0.C. TO 2X BLK'G.

FASCIA BOARD

A-35 or LTP4 at each blocking
(16" o.c.) v

MAXIMUM

g

/ OVERHANG =24"

SUPPORTING BEAM _/

POST >

DETAIL 2
PN

POST -

APPROVED POST
BASE WITH BUILT IN H

NATURAL GROUND

1" STANDOFF. : Z
4 o~ = J_x'f
/
_|
QD
o
[ (¢]
vs)
_ TableB .
DETAIL 3
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FLASHING & CHAULKING BEAD

I

BOUNDARY NAILS @ 6" o.c. TO LEDGER
~ APPROVED ROOF COVERING OVER
/-/ 1/2" PLYWOOD ROOF SHEATHING
/
3/8" x 5" LAG BOLTS AT 16" O.C.
_. NOTE: LAG BOLTS MUST GO INTO 2X
J WOOD FRAM'G. (VERIFIED ON SITE)
a LAG BOLTS SHALL BE INSTALLED

WITH STANDARD WASHERS INTO
3/8" PRE-DRILLED HOLES.

\— APPROVED HANGER

CONTINUOQOUS LEDGER 2 X6 MIN
AND SAME DEPTH AS RAFTER

EXISTING STUCCO WALL

DETAIL 4

PLEASE READ AND SIGN:

Boundary nail @ 6" o.c

to ledger

Extend roofing min. 6"
beyond edge of flashing.

Flashing & caulking bead

Min 2% Slope
—Min 2% Slope |

Double shear joist
hanger

7

DETAIL 5

\_
Roofing material

1/2" plywood roof sheathing

2X6 Min Ledger with 3/8"x5"
lag bolt at 16" o.c staggered
to top-plate or wall studs.
See Details 4 and 6 .

3/8” dia. by 5” min/ length lag
bolt with washer or machine
bolt with nut as for both
lateral and vertical supports

Rafter with hanger
1.5$in \

2.0" Ming

F
3

16"—

b 1 L]
1.5" Min "

DETAIL 6

The owner and/or contractor, as applicant for this permit, has read and understands the information on this page and
agrees to construct the proposed patio cover as shown on these plans.

Signature of Applicant

Date:
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