SEALANT

LOS ANGELES REGIONAL UNIFORM CODE PROGRAM
PATIO COVER

TYPE V CONSTRUCTION- WOOD FRAME RESIDENTIAL BUILDINGS
(CBC CHAPTER 23, DIV IV, SEC. 2320) ONE-STORY CONSTRUCTION

ROOF DRAINAGE PER
LOCAL ORDINANCE

DRIP FLASH/ GRAVEL STOP
ROLLED/ TORCH-DOWN, OR BUILT-UP ROOF
1/2" CDX PLY SHEATHING (MIN)

2X ROOF FRAMING

SLOPE (14'FT)
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FORM Cone PROSE

| 24" MIN. MAY VARY WITH

BOUNDARY NAIL
4 \

JURISDICTION- VERIFY WITH
ZONING ORDINANCE

FIRE PROTECTION

REQD IF LESS THAN 3-0"

EXISTING DOOR OPENING- SET BEAM HEIGHT AT PATIO ROOF
SO ROOF FRAMING CLEARS HEAD HEIGHTS FOR EXITING,

1

2X BLOCKING @ 40" OC

26 GA. GALV. FLASHING STRIP
DOUBLE-SHEAR JOIST HANGER

ZKLEDGER W/ 1125 LAGBOLT EA. STUD

(SEE CBC SECTION 3116 FOR OPENING REQUIREMENTS)

7'-6" MIN. CLEAR FOR ENCLOSED PATIO
7-0" MINIMUM FOR UNENCLOSED PATIO
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; ; 3 DOWEL @ 24" ¥o
BETWEEN NEW SLAB & " =
WOOD FRAMING 24" INTO SLAB &STEPS =

A5 @ 32“00J

PATIO: 6-8" MINIMUM

r—— 4X4 POST

2X BLK'G W/ ICBO APPROVED
FRAMING ANCHOR AT EA. BLOCK

4x BEAM W/
1. ICBO APPROVED COLUMN CAP
INSTALLED PER MANF. SPECS, OR

2. ICBO APPROVED T- STRAP BOTH
SIDES INSTALLED PER MANF.
SPECS, OR

3. ICBO APPROVED POST CAP
INSTALLED PER MANF. SPECS

BOTH WITH KNEE BRACES
AT EACH CORNER

36" MIN. PER CBC

D e —

SETBACK MAY VARY
PER LOCAL
ZONING ORDINANCE

SIDE CLEARANCE PER
ANF. RECOMMENDATIONS

o
W/ DRY PACK
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3-1/2" CONC. SLAB, 6X6 - W1. 4XW1 4 WWM

2" SAND BED, 6 MIL VAPOR BA

FOR EXPANSIVE SOIL: SEE LOCAL JURISDICTION
REQUIREMENTS

1

_ FOR UNENCLOSED
L PATIO-NOMIN.IF

FOUNDATION GRADE
PRESSURE-TREATED
LUMBER OR CLEAR
HEART REDWOOD
POST USED

#4 BARS TOP & BOTTOM, OR

12'X12" PAD FOOTING @ EACH POST
FOR EXPANSIVE SOIL:

SEE LOCAL JURISDICTION REQUIREMENTS
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PROPERTY LINE



POST

COLUMN BASE

1"AIR GAP W/ DRY PACK

Lt | SIDE CLEARANCE PER

o
g' MANF. RECOMMENDATIONS

/ L N ISOLATED CONC

POST FOOTING-
NO SLAB

4

ALT. FOOTING DETAIL

2xROOF FRAMING
ROOFING (SEE TYPE V SHEET FOR MIN. REQ'D SLOPES)

2XT&G SHEATHING OR 1/2" CDX PLY
ROOF FELT-LAP O/ FLASHING

G.1. DRIP FLASHING

TRELLIS MEMBER
W/ 3-8d TOE-NAILED \
ot /
TRELLIS MEMBER
W/ FRAMING ANGLE

BEAMW/POSTCAP ——»

POST

TRELLIS DETAIL

EXTEND ROOFING MIN.
4"BEYOND EDGE OF FLASHING

26 GA. GALV. FLASHING
MIN. 4" BEYOND ROOF JOINT

SLOPE (L/4'/FT)

ROLLED/ TORCH-DOWN,
ORBUILT-UP ROOF

|

2XBLK'G W/ 1/2" CDXPLY SHEATHING
FRAMING CLIPS 2XROOF FRAMING
BEAM W/ POST CAP DOUBLE-SHEAR JOIST HANGER
2XFASCIA IXLEDGERW/ 1/2'%5"
) LAGBOLT @16'0C
° TOTOP PLATE
POST
ALTERNATE EAVE DETAIL ALTERNATE CONNECTION DETAIL
ALLOWABLE SPANS FOR BEAM
DF#1 HEADERS
Maximum span of tributary load: 200"
SPAN BEAMSIZE { 15 g
4X BRACE W/——————» o
Uptod-0" 4x4 (2)1/2" LAG BOLTS
= MIN. 2" INTO BEAM AND POST
= ALT: THRU BOLT
4-1"t060" 4%6 o
ﬂ_—-
6-1"t0 80" 4x8
8-1"t0 10~0" 4x10
* 4412 DF No.1 may be used over a 160" KNEE BRACE DETAIL
10-0"t0 120" 4x12* garage door in one-story open patio or
carport structures.

ALLOWABLE SPANS FOR DF #2 ROOF RAFTERS
Light Dead Load (up to 15 psf)/ Max. Roofing Load: 6 psf (Asphalt Shingles)
Live Load: 20 psf

ALLOWABLE SPANS FOR DF #2 CEILING JOISTS
Dead Load: 10 psf/ Live Load: 10 psf

RAFTER SIZE SPACING ALLOWABLE SPAN JOIST SIZE SPAz(i!'NG ALLOWABLE SPAN |
- 15 S
1" 125"
i 0 15 74
16" 108" 26 " '
2x6 12" a4 o e
%61 I} 7y 05
28 " 135" %8 16" 34
12" 15" 1" 258"
e b 2-0
210 ) 172! 2x10 1 0
1" 19-10"
g 70"
%12 16" 20-10"
1" 241"

TYPEV CONSTRUCTION IS A CLASSIFICATION OF BUILDINGS BY CONSTRUCTION MATERIALS AND METHODS. IT IS THE LEAST RESTRICTIVE PERMITTED BY THE UNIFORM BUILDING
CODE AND INCLUDES LIGHT, WOOD-FRAME CONSTRUCTION. THIS SHEET IS FOR INFORMATION AND REFERENCE ONLY AND IS NOT A SUBSTITUTE FOR ACCURATE DRAWINGS

PREPARED FOR EACH PROPOSED CONSTRUCTION PROJECT.
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