
DIESEL 
PORTABLE AIR 
COMPRESSORS

E X C E E D I N G  Y O U R  E X P E C TAT I O N S

Designed to perform efficient even 
under higher ambient temperatures



KEY BENEFITS
ÎÎ Low machine down time
ÎÎ Easy manoeuvrability on high terrains
ÎÎ Adjustable tow bar

ÎÎ Canopy reduces noise significantly
ÎÎ Better access to all servicable parts
ÎÎ Oil drip tray to avoid oil spillage on the floor
ÎÎ especially running at Petrochemical Plants.

Kirloskar – Your dependable partner

Established in the year 1958, Kirloskar Pneumatic Company Limited is a pioneer in Compressed Air 
and Gas Solutions. Kirloskar Pneumatic Company Limited, a flagship company in Kirloskar Group 
is IMS Certified company. KPCL has grown over the past 60 years by serving the customers with all 
types of air and gas compressors. The multi-product company has transformed with cutting-edge 
products and processes to meet the demands and applications. 

The company has a strong presence in the global market with customers in more than 40 countries 
and partners from more than 10 countries. KPCL operates from Pune factory with state-of-the-art 
facilities for Research & Development, Manufacturing, Assembly, Testing, Metrology and other 
business processes.

APPLICATIONS

Jack hammer/ cleaning / pilling / 
Tunneling / breaker / riverting

155 – 600 cfm at 100 psi

Sand blasting / guniting / 
blasting / painting

300 - 650 cfm at 100 - 150 psi

3” – 4 ½” DTH Drilling  
(with hydraulic track drill )

300 – 750 cfm at 150 psi



TECHNICAL DATA

Compressor Data

Model KDP- 
155

KDP- 
192

SC- 
707-C

SC- 
709-C

SC- 
710-C

SD- 
718-C

SC- 
1009-C

SC- 
400-150

SD-
1012-C

SE- 
1021

SD- 
450-170

SD-
1210-C

Pressure kg/cm2g 7 7 7 7 7 7 10 10 10.5 10.5 12 12.5

FAD cfm 155 192 250 300 335 600 280 400 450 750 450 360

Oil Fill l 10 10 38 38 38 58 38 40 58 120 58 58

Air Outler  
Connection Inch BSP 3/4”×2 3/4”×2

11/2”×1 
No, 3/4”×3 

Nos

11/2”×1 
No, 3/4”×3 

Nos

11/2”×1 
No, 3/4”×3 

Nos

2”×1 No, 
3/4”×3 

Nos

11/2”×1 
No, 3/4”×3 

Nos

1 x 1-1/2” 
BSP, 3 x 
3/4” BSP

2”×1 No, 
3/4”×3 

Nos

2”×1 No, 
3/4”×2 

Nos

2”×1 No, 
3/4”×3 

Nos

2”BPS 
3/4”×3 

Nos

Engine Data
Make -
Model -

KOEL
4R810

KOEL
4R810

KOEL
4R1040T

KOEL
4R1040T

KOEL
4R1040T

KOEL
6R1080T

KOEL
4R1040T

KOEL
6R1080T

KOEL
6R1080T

Cummins
6CTA8.3

KOEL
6R1080T

KOEL
6R1080T

Rated speed rpm 2300 2300 2200 2200 2200 2200 2200 2200±50 2200 2200 2200 2200

Engine HP hp 60 60 105 105 105 166 105 166 166 193.8 166 166

Fuel tank 
capacity l 80 80 120 120 120 205 120 200 205 260 205 205

Unit Dimentions and Weight
Length with  
tow bow (l) mm 3080 3128 3710 3710 3710 4520 3710 4150 ± 20 4520 5060 4150 ± 20 4520

Total width (w) mm 1440 1440 1800 1800 1800 2000 1800 1950 ± 20 2000 2020 1950 ± 20 2000

Height (h) mm 1380 1389 1930 1930 1930 2120 1930 2300 ± 20 2120 2809 2300 ± 20 2120

Note:
Actual FAD guaranteed as per ISO 1217 edition 3 12996 
Annexure D. Specifications shown are indicative and are subject 
to change without prior notice. For specifications  beyond 
specified range, please contact our Sales Representative

Airend
ÎÎ Kirloskar screw airends are proven and efficient to ensure optimum flow. 
ÎÎ Rotors are forged which provide durability and high strength.

Compressor canopy 
ÎÎ Compressors are provided with multi-door powder coated canopy. Removable 
Mesh provided in the side of radiator type oil cooler. This ensures easy access 
of components and its maintenance. 

Easy portability 
ÎÎ The compressors trolleys are equip with heavy duty adjustable tow bar which 
ensures safe movement of compressors even in rough terrain. Large diameter 
wheels with balance design of weight distribution facilitate easy portability.

Easy to operate control panel 
ÎÎ Necessary indications and trips signals are provided to ensure safe and normal 
operation of compressor. 
ÎÎ The compressors are provided with modulation controls which allows step-
less output to meet varying demand. Instead of starting and stopping the 
compressor or actuating the inlet valve between 2 distinct positions, a 
modulation control scheme proportional throttle the inlet valve, altering the 
compressor discharge according to the demand.

Diesel Engine 
ÎÎ The compressors are provided with suitable diesel engine to ensure efficient 
operations. International warranty can be offered for the engines.



After Market Support
Air compressor division (ACD) provides after sales service (for products in warranty & out of warranty) through 
head office and its wide spread network of branch offices, channel partners, service franchisees. 

The spare parts division caters to the need of all spare parts of reciprocating compressors, centrifugal 
compressors, screw compressors, railway brake compressors and high pressure compressors. This is further 
supported by a well spread dealers network globally.

The training is provided at client site location after commissioning of our compressor system. We also have our 
own customer training center for conducting seminars & service workshops for the client representatives at our 
head office as per agreement.

Note: �Since KPCL pursue continual growth and up gradation, we reserve the right to modify above data/specifications  
in accordance with improved design

INTERNATIONAL MARKETING

Sales:
Phone: +91-20-26727087.
Fax: +91-20-26876487.
Email: imd@kpcl.net

Marketing:
Phone: +91-20-26727152.
Fax: +91-20-26870514.
Email: acrpgmktg@kpcl.net
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